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LANDSCAPING STANDARDS

TREE AND SHRUB PLANTING DETAILS

100mm DEEP ORGANIC

MULCH AS SPECIFIED

PLANTS AS SPECIFIED -

REFER TO PLANTING DETAILS

150 DEEP CULTIVATED

SUB GRADE AS SPECIFIED

300 DEEP TOPSOIL

AS SPECIFIED
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G.P.C. 07.2008
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NEW PLAN FORM & TREE NOTE ADDED TO NOTES SECTION

G.P.C. 09.2012
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NOT TO SCALE

NOTES:

1. BACK OF KERB DISTANCE APPLIES TO 50kph ROADS, HIGHER SPEED ROADS WILL REQUIRE NEGOTIATION WITH COUNCIL'S TRAFFIC ENGINEER

REGARDING MINIMUM BACK OF KERB DISTANCE.

2. MINIMUM POT SIZE FOR TREES WITHIN A SUBDIVISION ARE TO BE 45LITRES.

3. INSTALL ROOT BARRIER WHERE A NEW TREE IS PLANTED WITHIN 2 METRES OF INFRASTRUCTURE (INCLUDING PAVEMENTS, KERBS, FOOTPATHS &

UNDERGROUND SERVICES) TO A MINIMUM DEPTH OF 900mm. THE LENGTH OF THE ROOT BARRIER IS TO EXTEND 1 METRE BEYOND THE PREDICTED

DRIPLINE OF THE TREE AT MATURITY. WHERE INFRASTRUCTURE IS INSTALLED ADJACENT TO EXISTING TREES THE ROOT BARRIER DIMENSIONS

WILL BE DETERMINED ON A SITE SPECIFIC BASIS IN CONSULTATION WITH COUNCIL'S ARBORIST.

4. TREES PLANTED ALONG DESIGNATED CYCLEWAYS MUST BE A MINIMUM 1000mm FROM EDGE OF PATHWAY TO PREVENT CONFLICT WITH CYCLISTS

DETAILS TO BE READ IN CONJUNCTION WITH S.D.006 - SERVICE LOCATIONS IN ROADWAYS.

5. FOR SPECIFICATIONS REFER TO TSC DEVELOPMENT CONSTRUCTION SPECIFICATION - C273 LANDSCAPING

MIN. 450mm FROM

PATHWAY EDGE

ADJACENT

PATHWAY

MIN. 1050mm OPEN SPACE REQUIRED FROM

BACK OF KERB FOR ANY TREE PLANTING

MIN. Ø1000mm  MULCH SURROUND

TO TREES IN LAWN

MIN. 600mm FROM BACK  OF KERB

2400 x 50 x 50 HWD STAKES TO TREES.

STAKES MUST NOT INTEREFERE

WITH BRANCHING SYSTEM

SECURE WITH 50mm WIDE HESSIAN TIES

IN FIGURE EIGHT TIE. FIX TIES TO STAKES

KEEP MULCH AWAY FROM TREE TRUNK

MIN 100mm DEPTH MULCH AS SPECIFIED.

FORM SHALLOW DISH DRAIN TO BASE OF TREE

SPADE EDGE

KERB AND CHANNEL

ROOT BARRIER

(REFER NOTE No.2)

EXCAVATE PLANTING HOLE TO THE SIZES

SPECIFIED. BACK FILL HOLE WITH GARDEN SOIL

MIX AS SPECIFIED

SUB GRADE

CULTIVATE SUB GRADE TO MIN. 150mm DEPTH

ROOT BARRIER

(REFER NOTE No.2)

ADJACENT

PATHWAY

ADVANCED TREE PLANTING ADJACENT TO KERB & CHANNEL

NOT TO SCALE

ADVANCED TREE PLANTING IN TURF

NOT TO SCALE

TYPICAL SHRUB/GROUNDCOVER PLANTING DETAIL

NOT TO SCALE

E
NOTE No.2 AMENDED

G.P.C. 12.2014

UNDERGROUND

SERVICE

12.12.2014

12.12.2014

(ACTING)

F
NOTE No.1 AMENDED

N.O. 02.2017
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