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STREET FURNITURE STANDARDS

REGULATORY SIGN ERECTION DETAILS
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CONCRETE SURROUND

APPROXIMATELY 80KG OF CONCRETE

REGULATORY SIGN (REFER TO

R.M.S. PUBLICATIONS FOR

DIMENSIONS) AFFIXED TO

POST WITH GALVANIZED OR

STAINLESS STEEL NUTS & BOLTS

'DOWNEY' CAP

OR EQUIVALENT

DN50 (MEDIUM) PIPE

GALVANISED TO AS1650

1:10 NOMINAL

CONCRETE SURROUND.

EARTH ANCHOR TO FINISH

FLUSH WITH TOP OF CONCRETE

450mm. LONG GALVANIZED STEEL

EARTH ANCHOR SET IN CONCRETE

('OZPOST' 'S' TYPE & PIN OR APPROVED EQUIVALENT)

NOTE :

A. 600mm LONG GALVANIZED STEEL EARTH ANCHOR MAY

BE USED WITHOUT A CONCRETE SURROUND IN

UNDISTURBED CLAYS OR FIRM COHESIVE SOILS, BUT

SHALL NOT BE USED IN DISTURBED, SOFT OR SANDY SOILS.

('OZPOST'  'S' TYPE & PIN OR APPROVED EQUIVALENT)

SEE DETAIL NOTE 'A'

CONC. PATH

NOTES:

1. ALL SIGNS SHALL COMPLY WITH A.S.1742.5

2. CONCRETE SURROUND TO BE N20 IN ACCORDANCE

WITH AS1379 & AS3600

SEE DETAIL NOTE 'A'
SEE DETAIL NOTE 'A'

ROAD SIGNS

SCALE 1:20 (A3)
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EARTH ANCHORS TO

FINISH FLUSH WITH

TOP OF CONCRETE

EARTH ANCHORS TO

FINISH FLUSH WITH

TOP OF CONCRETE
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REGULATORY SIGN (REFER TO R.M.S.

PUBLICATIONS FOR DIMENSIONS)

AFFIXED TO POST WITH GALVANIZED

OR STAINLESS STEEL NUTS & BOLTS

LOW LEVEL WARNING SIGN (REFER TO

R.M.S. PUBLICATIONS FOR DIMENSIONS)

AFFIXED TO POST WITH GALVANIZED

OR STAINLESS STEEL NUTS & BOLTS

ROUNDABOUT

SCALE 1:20 (A3)

MEDIAN

SCALE 1:20 (A3)
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