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FIRE HYDRANTS (WITH NO VEHICULAR LOADING)

FIRE HYDRANTS (IN UNSEALED ROAD PAVEMENT)

WATER MAIN

(DIAMETER TO SUIT)

RECYCLED PLASTIC HYDRANT

BOX WITH PRE-COLOURED D.I.

LID MARKED 'FH'. ('HYDROMET'

OR EQUIVALENT)

COMPACTED FINE

CRUSHED AGGREGATE

COMPACTED TOPSOIL
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(LENGTH TO SUIT) FULLY INSERTED
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IRON BASE PLATE 100

BELOW 'HYDRAGUARD'

UNSEALED ROAD PAVEMENT

COMPACTED BACKFILL MATERIAL
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WATER MAIN
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NOTES:

1. HYDRANTS FOR ALL NEW WORKS ARE TO BE

LOCATED IN FOOTPATH AREAS, UNLESS

     OTHERWISE SPECIFIED.

2.  REFER S.D. 316 FOR DETAILS OF HYDRANT

     MARKING.

3.  INSTALLATION OF COVERS FOR SLUICE VALVES

     & AIR VALVES ARE TO BE AS PER THIS

     STANDARD FOR THEIR RESPECTIVE LOCATIONS.

     PRE-COLOURED D.I. LIDS ARE TO BE MARKED

     'SV' OR 'AV' TO SUIT.

IF NECESSARY,PROVIDE

FL-FL D.I. PIPE BETWEEN

HYDRANT AND TEE

IF NECESSARY, PROVIDE

FL-FL D.I. PIPE BETWEEN

HYDRANT AND TEE

100mm COMPACTED

ROAD BASE

3
0

0
 
(
M

A
X

.
)

FIRE HYDRANTS (IN SEALED ROAD PAVEMENT)

WATER MAIN

(DIAMETER TO SUIT)

COMPACTED FINE

CRUSHED AGGREGATE

DN225 PN4 SN1 PVC SHROUD PIPE

(LENGTH TO SUIT) FULLY INSERTED

INTO HYDRANT BOX

400mm x 400mm CAST

IRON BASE PLATE 100

BELOW 'HYDRAGUARD'

DN 80 DICL

HYDRANT TEE

DN 80 SPRING

HYDRANT FBE COATED

IF NECESSARY, PROVIDE

FL-FL D.I. PIPE BETWEEN

HYDRANT AND TEE

STANDARD QLD
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FIRE HYDRANTS (IN CONCRETE FOOTPATH)

WATER MAIN

(DIAMETER TO SUIT)

RECYCLED PLASTIC HYDRANT

BOX WITH PRE-COLOURED D.I.

LID MARKED 'FH'. ('HYDROMET'

OR EQUIVALENT)

COMPACTED FINE

CRUSHED AGGREGATE

400mm x 400mm CAST

IRON BASE PLATE 100

BELOW 'HYDRAGUARD'

COMPACTED BACKFILL MATERIAL

DN 80 DICL

HYDRANT TEE

DN 80 SPRING HYDRANT

 FBN COATED

IF NECESSARY, PROVIDE FL-FL

D.I. PIPE BETWEEN

HYDRANT AND TEE
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750

CONCRETE FOOTPATH

COMPACTED ROAD BASE

DEPTH & MATERIAL TO

MATCH PROJECT REQUIREMENTS

FINISHED SURFACE

'HYDRAGUARD' FLANGE

AFFIXED USING SUPPLIED

M16 BOLTS 75mm LONG
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'HYDRAGUARD' FLANGE

AFFIXED USING SUPPLIED

M16 BOLTS 75mm LONG

'HYDRAGUARD' FLANGE

AFFIXED USING SUPPLIED

M16 BOLTS 75mm LONG

DN225 PVC PN4 SN1 SHROUD PIPE

(LENGTH TO SUIT) FULLY INSERTED

INTO HYDRANT BOX

'HYDRAGUARD' FLANGE
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M16 BOLTS 75mm LONG
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