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A.C. & PAVEMENT DESIGN

TO CONFORM WITH

DEVELOPMENT DESIGN

SPECIFICATION D2

SUBSOIL DRAIN

(REFER S.D.012)

TYPICAL PAVEMENT EDGE DETAIL

S.D.003
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NORMAL NEIGHBOURHOOD CONNECTOR ROAD (WITH MEDIAN)

FOR UP TO 7000 vpd

(MEDIAN MAY BE REDUCED TO 1.2m MIN IF TREES ARE DELETED)
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ARTERIAL OR DISTRIBUTOR ROAD

FOR MORE THAN 10000vpd

(# - VERGE WIDTH MAY BE REDUCED TO 3.5m WITH 1.2m FOOTPATH IF CYCLEWAYS ARE NOT REQUIRED)
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CONC. CYCLEWAY

BARRIER K  & G
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NOTE:

TWEED SHIRE COUNCIL MAY CONSIDER

STEEPER CROSSFALLS IN THIS ZONE WHERE

TOPOGRAPHICAL CONSTRAINTS EXIST.
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SCALE: A1 SHEET 1:50, A3 SHEET 1:100
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NOTES:

REFER S.D.007 & S.D.008 FOR STANDARD KERB PROFILES AND DETAILS.

REFER S.D.012 FOR SUB-SOIL DRAINAGE DETAILS.

REFER S.D.013 FOR FOOTPATH AND CYCLEWAY DETAILS.

REFER S.D.017 FOR DRIVEWAY DETAILS.
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