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DRAWINGS ADOPTED FOR ISSUE TO PUBLICB R.A.E. 04.2004

C
OVERLAP DIMENSION ADDED

R.A.E. 08.2004

NOTES:

1. CONCRETE N20 IN ACCORDANCE WITH AS 3600.

2. CONCRETE SLAB TO BE IN ACCORDANCE WITH CYCLEWAY DETAILS STANDARD DRAWING S.D.013.

3. ALL DIMENSIONS IN MILLIMETRES.

REFLECTIVE RED TAPE

REFLECTIVE WHITE TAPE

REFLECTIVE TAPE DETAIL

SCALE: N.T.S

NOTE:

TAPE TO BE CLASS 1 (AS1906.1)

PLAN

SCALE: N.T.S

AS SHOWN

FULL WIDTH CONCRETE PATH
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HOLDING RAIL DETAIL

SCALE: N.T.S

D

NOTES AMENDED, PLAN FORM UPGRADED & RAIL FOOTINGS UPGRADED

A.R. 10.2015
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CONCRETE SURROUND

APPROXIMATELY

80KG OF CONCRETE

CONC SURROUND.

EARTH ANCHOR TO FINISH

FLUSH WITH TOP OF CONCRETE

1:10 NOMINAL

450mm LONG GALVANIZED STEEL

EARTH ANCHOR SET IN CONCRETE

('OZPOST' 'S' TYPE & PIN

OR APPROVED EQUIVALENT)

NOTE :

A 600mm LONG GALVANIZED STEEL EARTH

ANCHOR MAY BE USED WITHOUT A

CONCRETE SURROUND IN UNDISTURBED

CLAYS OR FIRM COHESIVE SOILS, BUT SHALL

NOT BE USED IN DISTURBED, SOFT OR SANDY

SOILS. ('OZPOST'  'S' TYPE & PIN OR

APPROVED EQUIVALENT)

WIDTH CAN BE ADJUSTED FOR 

NARROWER PATHS.

DN50 (MEDIUM) PIPE

GALVANISED TO AS1650

19.10.15

19.10.15

E
NOTES AMENDED AND DIMENSIONS

D.H. 11.2022
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